TECH BRIEF:

N SERIES COMMAND AND SIGNALING DEVICES
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The N Series is a range of command and signaling devices designed for
wash down applications. These command devices offer a range of
different operators including pushbuttons, mushroom buttons,
emergency-stop buttons, and indicator lights, in a variety of colors.

The defining features of the N Series include a smooth, gap-free transi-
tions between sealing elements and surfaces, eliminating sharp edges
and corners to allow easy cleaning and reduce contamination risks.
Special sealing bellows prevent the ingress of water, dirt, and bacteria
between fixed and moving parts. The devices are IP69K Rated,
engineered to withstand high-pressure and high-temperature wash-
downs, as well as regular cleaning with aggressive cleaning agents.

Devices bearing the IP69K rating can be
used in applications in which they are
exposed to high pressure (1450psi) and
high temperature (175°F) wash down

The sealing bellows are available in three optional colors: white, black or
blue. Blue being the preferred color for enhanced visibility in food
inspection vision systems.

The contact configurations are fully modular, thanks to various contact
blocks which snap onto the mounting block. This concept enables quick
and easy installation, flexibility for varying contact configurations, and
the ideal conditions for pre-wiring. Mounting is achieved through a
standard 22 mm hole, while the button heads maintain a robust yet
compact profile ranging from 27 mm to 50 mm.

Different sealing bellow color options for
various applications: White, Black, Blue

Various symbols and lettering can be hot embossed onto the
pushbuttons and indicator lights to meet specific application
requirements.
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Custom lettering and IEC 60417 symbols
can be factory embossed on button heads

Product Extension

In addition to pushbuttons and indicator lights, the H series also
offers Selector Switches as maintained, spring returned or
combined, Step Switches, Potentiometer knob, as well as
2 Emergency cutoff and Main Disconnects, with our without a

1 3 mounting plate.

Numbered flange positions and contact
blocks to help eliminate duplicate contact —
labeling in schematics ‘
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Applications

Food processing machinery
Pharmaceutical machinery
Medical applications

Chemical processing equipment
Painting systems
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Assembled in the USA

Ordering Details

Pushbuttons
NDO®O®
® Type
T Non-illuminating
L Illuminated

P50 Large mushroom: non-illuminating
TP30 Small mushroom: non-illuminating
LP30 Small mushroom: illuminated

@ Sealing Bellows
blank White
GR/ Black
BL/ Blue

® Button Color

SW  Black (not for illuminated buttons)

GB Yellow RT Red

GN Green WS  White

BL Blue

GR  Gray (only for NDT)
Indicator Lights

NMO®

®@ Type

L Flat

EF  Flat with integrated LED

LH Domed

E Domed with integrated LED
@ Lens Color

GB Yellow RT Red

GN Green WS  White

BL Blue
Accessories

Light Element for llluminated Heads

ELDE.N* Integrated LED for NDL(P)
ELE? LED voltage block
EL® BaZs bulb voltage block

Contact Blocks
EF4

1 Must specify color and voltage

2 Must specify voltage. LED bulb not needed for NME(F)

3 incandescent bulb not needed for NME(F)

4 Must specify contact configuration and mounting location
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https://products.schmersal.com/en_US/n-program-1000076003.html?utm_source=techBriefNseries
https://products.schmersal.com/en_US/contact-and-light-terminal-blocks-efel-1000076146.html?utm_source=techbriefNseries

